& ;

MEET THE AMAZING

G-WHIPS

MOBILE
SUPERIOR PERFORMANCE
ANTENNAE

THREE
MODERN MULTIBAND DESIGNS

The
“Multimobile 77"

If you own a multiband transceiver the multiple features incorporated
in these antennas will provide you with the most rewarding mobile
hours ever.

ANTENNAS THAT SPEAK FOR THEMSELVES
Your ultimate received and transmitted signal depends on an
efficient and well matched antenna, this is the reason ours are either
helical, top or centre loaded in design.
The following pages provide details of the range, each system

having gained a reputation for superb DX-ability, and yet are
smaller and lighter than most.

YOU and your equipment DESERVE one.

Clwyd Press, Rhy!



G-WHIP TRIBANDER HELICAL and low frequency attachments

Helical winding with its distributed inductance possesses
amazing advantages in mechanical construction and electrical
performance over the common base loaded type of antenna.
It permits the construction of a reduced size antenna having
extremely high efficiency and presenting an almost
perfect 50 ohm feed impedance to your transceiver, an
important consideration with power output stages on
modern transmitters,

The antenna comprises a 3 6" (1.06m) fibreglass
helical resonant on 10m into which may be plugged either
the 15 and 20m extension helical (this section incorporates
a unique switch device) or one of the LF 40, 80 or 160m
loading coils with short telescopic top.

A bonus feature of this antenna is that operation on |
the 10m band is possible when using 80m or 160m, |
allowing two band Self selecting operation without having o
to make a physical change. Fast and easy bandchanging
is achieved on the 15 and 20m bands by use of the unique
switch, or a simple twist and pull action at the halfway joint
when changing coils for the LF bands.

i The helicals are constructed on fibreglass for strength |
| and are coated in Polyurathane, fittings are of non-ferrous ;
, metal and are chrome or plastic coated. They are very light |
in weight and in their black and white slim-line design present |

a pleasing appearance.

The LF loading coils are of low loss material and are A
engineered to be very strong yet light in weight, they are |
hollow and sheathed in plastic.

The telescopic whip used in conjunction with the
LF coils allows precise setting to any favoured portion of
the LF bands, it extends to a max of 30" (762mm) and is
made of stainless steel and chromed brass.

10/15/20m, The helical 10, 15, and 20m bands are pre-tuned and
Tribander have adequate bandwidth for band edge working.

Order thus :
Triband - LF coil(s) + Mobile base mount - LF telescopic

Tribander
10m |- LF80
Self-selecting



“MULTIMOBILE 77” SELF SELECTING

The "Multimobile 77" is a luxury antenna intended for
use on automobiles or small boats but is equally suitable for
fixed installations where a very compact unobtrusive
installation is desired. It is offered as the means to proven
successful TRULY MULTIBAND operation for the serious
mobileer without the frustration of stopping for continuous
coil changes and whip adjustments.

It features excellent efficiency on each amateur band
with individual loading elements which may be PRESET
precisely to frequency and once set permit operation over
the entire phone (or CW)portion of that band with the
exception of the 80m and 160m bands which are set to the
desired portion of the band by means of a short adjustable
whip section.

The “Multimobile 77 may be used in its most compact
form just 3° 6" (1.06m) high on 10, 15, and 20m, THREE
BANDS SELF-SELECTING, the addition of one of the low
frequency bands is optional and extends the overall height
to approximately 7° 6" (2.28m), FOUR BAND self-selecting.
This extra height is made up of one of the 40, 80 or 160m
coils plus whip section which operates in a centre loaded
configuration for high efficiency DX capability.

Designed for strength and light in weight it offers little
wind resistance, the main section is of fibreglass and is
1.06m high at which point three short loading elements
protrude at right angles for the 10, 15, and 20m bands.
A chromed headpiece accepts ALL the loading elements
which is quickly detachable from the main section with a

simple twist action, The complete antenna is sheathed in
a plastic coat.

The antenna will handle transmitters up to 560W SSB
INPUT rating (160m 200W SSB),

The “MULTIMOBILE 77" for the keen mobileer
eliminates the tedium of stopping for band changes, allow-
ing virtual continuous Qso’s yielding greater pleasure from
livelier bands at the touch of the transceiver switch. The
three DX bands plus one of the lower frequency bands
always instantly available for your enjoyment.

When on vacation an extended 50 ohm coax from the
hotel or trailer to the automobile allows for instant multi-band
operation,

Order thus : “Multimobile 77" basic 10/15/20 + Multi L.F,
coil(s) + Multi telescopic + base mount.



“FLEXIWHIP”

A mobile user antenna containing a flexible element in the form
of a highly sprung telescoping whip top 52" long and located above
a short helical wound fibreglass stem which screws into a single
hole fixing base mount. It will withstand even forgetful ‘straight
into the garage’ catastrophe and as the whip can be bent down 90
degrees permits fast frequency adjustment should it be needed.

The basic Flexiwhip comes in three pieces, a base mount, a
fibreglass helical stem 21 inches long and a chrome plated sprung
whip, screwed together they form a resonant antenna on the 10m
band at excellent SWR. Coils may be inserted between the helical
section and the whip top to give resonance to whichever band is
chosen, resonance is normally at a point 6 inches in from a teles-
copic fully extended position for the popular frequencies. Coils may
be purchased for the 15m, 20m, 40m, 80m or 160m bands, they are
triple coated for super weather proofing and durability.

The antenna is suitable for wing mounting and it fills a gap in
the G-Whip range for the customer who requires a single band in-
stallation on which he can build with the bonus of an extremely
rugged and good looking installation to professional user standards.
For bumper mount installation an alternative version of the basic
10m section is available using a helical fibreglass section 40 inches
long at no extra cost, please ask for Flexiwhip basic (10m) 40 inch.

BUMPER MOUNT VERSION
Order thus : Flexiwhip basic 10m <+ Flexi coil(s).

G-WHIP “EXTENDAROD"”

Inserted between the base mount and the G-Whip, it boosts
your signal, especially on the lower frequencies. Its use is intended
only for Fixed/Portable work as undue stress would be exerted on
the base mount area at speed. Length is 40", constructed in fibre
glass with chrome fittings to match your whip.

G-Whips have been specifically designed to be light in weight
so that for maximum efficiency they can be mounted at wing, trunk
or roof height. The G-Whip base mount is a single hole fitting and
will hold a conventional broadcast radio antenna (also available
from us). Indeed on disposing of an automobile it is convenient
to leave the inexpensive mount on the vehicle for broadcast use.
Adaptor threads are available for use with American base mounts.

G-Whips thrive on 50 ohm coaxial cabel : FEED them well.

G-Whips bring you PROVEN antennas in COMPACT form
for the serious mobileer at REASONABLE cost.

Manufactured in the U.K. by G-WHIP Products, 27 Roe Parc, St.
Asaph(Tel. 583333), Clwyd, Wales. Sold by all leading U.K. retailers.

Agent for Overseas — Sole Distrubtor: Data Alarm ab. Box 442,
194 04 Upplands, Vasby, Sweden.



G-WHIF

Jow inlsoduce
SELECTA

de luxe

A Professional Quality H.F. Communications Antenna

Buy ONE antenna Automatic FOUR band self-select
and § SINGLE band only
E Medium Power
L High Power
& Commercial frequency

Amateur frequency

C Marine frequency
) ) Citizen Band frequency

Purchase new resonators, Change combinations any time



“SELECTA de Luxe” from G-WHIP
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1. Mast 1m H.T. Alloy 6. 2 section telescopic for above
2. Swivel Ball mounts 7. High Power 1-6mhz resonator
3. Extension mast 480mm g " 530mhz
4. Medium Power 80m resonator 9. Optional 10/15/20m
5. Medium Power 40m resonator amateur self-select head

Note: Resonators may be purchased for any band or frequency and all
items are obtainable separately.




“SELECTA de Luxe”

A G-Whip Product

G-whip now bring to the serious amateur mobileer and the commercial
user communication antennae with a choice of configurations to meet
both immediate and future needs. Designed to professional specifica-
tions, they are constructed of very high grade materials to sustain the
most arduous environment and yet are smaller and lighter than most

other types.

A lightweight alloy mast section only one metre long is the basis for any
installation. The customer then selects either medium or high power
resonators in single band or self-selecting multi-band (up to four bands)
configurations. A range of accessories includes, 480 millimetre extension
mast for bumper or fixed installation mounting, a swivel ball base mount,
C.B. 27 MHZ or marine and commercial resonators to customer
frequencies with a very fast delivery service.

The popular amateur mobile transceivers (75 to 200 watt input) are well
served with the medium power resonators, a self-selecting 10-15-20m
top loaded head piece being recommended to permit four band working
with 40m, 80m or 160m in the vertical centre loaded position. The
self-select headpiece locates at the top of the 1 metre mast, the optional
low frequency resonator then screws above this.

For very high power working extremely lightweight resonators are
constructed on fibreglass formers with light alloy fittings, they come
completed with taper ground stainless steel whip with corona ball tip.
Power capability is rated at SSB duty cycle, with vehicle moving and is
maximum 300 watts to antenna in the 1—3 megahertz range and 500
watts (3 mhz.) to 600 watts (30 mhz.) in the 3—30 megahertz range.
These are especially recommended for marine and commercial
applications, they are precisely tuned to customer specified frequencies.
Each component part may be purchased separately, thus the customer
may build or replace to changing requirements.

The Selecta de Luxe is intended for use on automobiles or small boats but
is equally suitable for fixed installations where a very compact,
unobtrusive installation is required. In its self-selecting configuration it
eliminates the tedium of stopping for band changes yielding greater
pleasure from livelier bands at a turn of the transceiver band switch with
the three high frequency amateur bands plus “local” bands always
instantly available. An extended 50 ohm coaxial feed from your hotel or
trailer when on vacation allows instant multi-band operation.







